Information for Replacement of

FR-D700 Series with FR-D800 Series

Size, connection, parameters, and options concerning replacement are stated on the

following pages.

For details, refer to the Instruction Manual.
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1. Size
When the FR-D700 series is replaced with the FR-D800 series (ND rating), some FR-D800 series models have different
installation size from that of the corresponding FR-D700 series models. For more information about the product size,
refer to the outline dimension drawings on the following pages.

Power supply voltage Existing inverter Replacing inverter Installation size
Three-phase 200 V FR-D720-0.1K FR-D820-0.1K-008 Same

FR-D720-0.2K FR-D820-0.2K-014 Same

FR-D720-0.4K FR-D820-0.4K-025 *3 Same

FR-D720-0.75K FR-D820-0.75K-042 Same

FR-D720-1.5K FR-D820-1.5K-070 *3 Same

FR-D720-2.2K FR-D820-2.2K-100 *3 Same

FR-D720-3.7K FR-D820-3.7K-165 *3 Use the intercompatibility attachment.*4

FR-D720-5.5K FR-D820-5.5K-238 *1 Same

FR-D720-7.5K FR-D820-7.5K-318 *1 Same

FR-D720-11K FR-D820-11K-450 *2 Same

FR-D720-15K FR-D820-15K-580 *2 Same
Three-phase 400 V FR-D740-0.4K FR-D840-0.4K-012 *3 Use the intercompatibility attachment.*4

FR-D740-0.75K FR-D840-0.75K-022 *3 Use the intercompatibility attachment.*4

FR-D740-1.5K FR-D840-1.5K-037 *3 Use the intercompatibility attachment.*4

FR-D740-2.2K FR-D840-2.2K-050 Same

FR-D740-3.7K FR-D840-3.7K-081 *3 Same

FR-D740-5.5K FR-D840-5.5K-120 *1 Same

FR-D740-7.5K FR-D840-7.5K-163 *1 Same

FR-D740-11K FR-D840-11K-230 *2 *3 Use the intercompatibility attachment.*4

FR-D740-15K FR-D840-15K-295 *2 *3 Use the intercompatibility attachment.*4
Single-phase 200 V FR-D720S-0.1K FR-D820S-0.1K-008 Same

FR-D720S-0.2K FR-D820S-0.2K-014 Same

FR-D720S-0.4K FR-D820S-0.4K-025 *3 Same

FR-D720S-0.75K FR-D820S-0.75K-042 *3 Same

FR-D720S-1.5K FR-D820S-1.5K-070 *3 Same

FR-D720S-2.2K FR-D820S-2.2K-100 *3 Use the intercompatibility attachment.*4
Single-phase 100 V FR-D710W-0.1K FR-D810W-0.1K-008 Same

FR-D710W-0.2K FR-D810W-0.2K-014 Same

FR-D710W-0.4K FR-D810W-0.4K-025 *3 Same

FR-D710W-0.75K FR-D810W-0.75K-042*3 | Same

*1 There is a 2 mm protrusion of the head at the cooling fan cover fixing screw.

*2 There is a 3 mm protrusion of the head at the cooling fan cover fixing screw.

*3 The layouts of the main circuit terminals and control circuit terminals are different. The wiring length may need to be
adjusted after replacement. For details, refer to the Instruction Manual.

*4 The intercompatibility attachment enables the FR-D800 to be installed using the mounting holes for the FR-D700.

Existing inverter Replacing inverter Intercompatibility attachment
FR-D720-3.7K FR-D820-3.7K-165 FR-E8SATO03

FR-D740-0.4K FR-D840-0.4K-012

FR-D740-0.75K FR-D840-0.75K-022 FR-D8ATO1

FR-D740-1.5K FR-D840-1.5K-037

FR-D740-11K FR-D840-11K-230

FR-D740-15K FR-D840-15K-295 FRDSATO2
FR-D720S-2.2K FR-D820S-2.2K-100 FR-E7ATO02
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Outline dimension drawings (Unit: mm)
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2. Comparison of major specifications

Specification FR-D800 FR-D700
Three-phase 200 V 0.1K to 15K Three-phase 200 V 0.1K to 15K
Lineup Three-phase 400 V 0.4K to 15K Three-phase 400 V 0.4K to 15K

Single-phase 200 V 0.1K to 2.2K
Single-phase 100 V 0.1K to 0.75K

Single-phase 200 V 0.1K to 2.2K
Single-phase 100 V 0.1K to0 0.75K

Control method

V/F control
Advanced magnetic flux vector control
PM sensorless vector control

V/F control
General-purpose magnetic flux vector
control

Advanced magnetic flux vector control:
150% at 0.5 Hz

General-purpose magnetic flux vector
control: 150% at 1 Hz

Starting torque PM sensorless vector control: 200% at 3 Hz (3.7K or lower)
50% with slip compensation enabled
Output frequency range 0.2t0 590 Hz 0.21t0400 Hz
Built-in brake transistor Built-in for 0.4K to 15K Built-in for 0.4K to 15K
Input signal Contactinput 5 5
Pulse train input 100k pulses/s Not available
. Open collector output | 2 2
Output signal Contact output 1 1
1 changeover contact (240 VAC 2 A, 1 changeover contact (230 VAC 0.3
Fault output 30VDC1A), A,30VDCO0.3A),
open collector output open collector output
Monitor Pulse train output Not available 1440 pulses/s, 1 mA
function Analog output 0to 10 VDC /12 bits Not available
RS-485
(Mitsubishi inverter Available Available
. protocol)
Built-in o RS485 ' .
comr'nunlcatlon (MODBUS®RTU) Available Available
function
Ethernet. . Not available Not available
communication
Safety communication | Not available Not available
) Function of ISO
::fr;(t:;c/lonal 61800-5-2 STO STO
Safety level SIL2, PLd, Cat.3 SIL2, PLd, Cat.3

-20°C to +60°C
* SLD rating: Derating is required for

Surrounding air temperature the temperature above 40°C. -10°C to +50°C
ND rating: Derating is required for the
temperature above 50°C.
uUsB Type-C Not available
Plug-in option Not supported Not supported
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3. Wiring

The terminal names are basically the same. Connect the terminals according to their names.
For the terminal screw size, refer to pages 12 and 13.

FR-D700 terminal | FR-D800 terminal Remarks
name name
RIL1, SIL2, TIL3 RIL1, SIL2, TAL3 Tennlnal T/L3 is not available for the single-phase power
input model.
uvw Uvw
P+, PR P/+, PR
Main circuit P/+ N/- P/+ N/-
P/+, P1 P+, P1 Termlngl P1 is not available for the single-phase 100 V
power input model.
STF STF
STR STR
o RH RH
Qontrql circuit Contact RM RM
input signal
RL RL
SD SD Isolated from terminals 5 and SE.
PC PC Used for the safety stop function of the FR-D800.* 1
10 10 *2
Frequency | 2 2
Analog setting 5 5 Isolated from terminals SD and SE.
4 4
Relay AB,C ABC
RUN RUN
o Open Isolated from terminals 5 and SD.
Control circuit collector SE SE
output signal
Pulse FM — D700: 1440 pulses/s at full scale
Analog — AM D800: 0to 10V /12 bits
s1 S1 D700: Sink logic (common: SC)
D800: Source logic (common: PC)
Safety
input 2 S2
Safety stop SO So D700: SAFE
Safety D800: SAFE2
monitor
Communication | RS485 PU connector PU connector Terminal block for RS-485 communication is also

available.

*1 When using terminal PC as the external transistor common terminal, refer to the FR-D800 Instruction Manual.
*2 Outputs from the PTC thermistor can be input to terminals 10 and 2.
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Terminal size

[Main circuit terminal]

Voltage Capacity FR-D700 FR-D800
class RS, T1 | U,V,W | PN, P1, PR*2 ) R,S,T1 | UV,W |PN,P1, PR?2 o)
Three-phase | 0.1K10 075K | M35 M3.5 M3.5 M3.5 M3.5 M3.5 M3.5 M3.5
200 V 15K to 3.7K M4 M4 M4 M4 M4 M4 M4 M3.5
5.5K to 11K M5 M5 M5 M5 M5 M5 M5 M5
15K M6 M6 M6 M5 M6 M6 M6 M5
0.4K to 1.5K M4 M4 M4 M4 M3.5 M35 M35 M35
Three-phase | 2.2K, 3.7K M4 M4 M4 M4 M4 M4 M4 M3.5
400 V 5.5K to 11K M4 M4 M4 M4 M4 M4 M4 M4
15K M5 M5 M5 M5 M5 M5 M5 M5
| 0.1Kt0 075K | M35 M35 M35 M35 M35 M35 M35 M35
S'”%'g(')pcase 1.5K, 2.2K M4 M4 M4 M4 M4 M4 M4 M3.5
Single-phase | 0.1Kto 04K | M35 M3.5 M3.5 M3.5 M3.5 M3.5 M3.5 M3.5
100 V 0.75K M4 M4 M4 M4 M4 M4 M4 M3.5

*1 Terminal T is not available for the single-phase power input model.
*2 Terminal P1 is not available for the single-phase 100 V power input model.
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[Control circuit terminal]

FR-D700

FR-D800

Control circuit

Control circuit

Spring clamp terminal

fiol (2] [5] [4] M

[SE==T=1

I=I=I=1=======1

Table: Applicable wire gauge (stripped wire) for the FR-D700/D800 control terminal block

Wire

strip length

Applicable stripped wire gauge

Single wire (mm?)

|« 10mm |

Twist the stripped end of wires
to prevent them from fraying.
Do not solder them.

0.3t00.75

Table: Applicable wire gauge (crimped wire) for the control terminal block

Ferrule part No. (Phoenix Contact GmbH & Co. KG)

With insulation sleeve

Without insulation sleeve

Applicable stripped wire gauge (mm?2)

Al 0,34-10TQ

AI0,5-10WH . 031005

Al 0,75-10GY A0,75-10 0.75
A 1-10RD A1-10 1

Al 1,5-10BK A1,5-10 125,15

Al-TWIN 2x0,75-10GY

0.75 (two-wire product)

Blade terminal part No

_(NICHIFU Co., Ltd.)

Blade terminal part No.

Insulation cap part No.

Applicable stripped wire gauge (mm?)

BT 0.75-11

VC 0.75

0.3t00.75
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4. Parameters
Refer to the following table to set the parameters.

List of FR-D800 series (ND rating) parameters compatible with the FR-D700 series

The following table shows the parameter settings required when replacing FR-D700 series inverters with FR-D800 series inverters.
The parameter migration based on the following table does not guarantee the operating characteristics or performance of the inverter.

©: The value set in the FR-D700 can be used.

/A\: The specifications are different. The setting value
may need be changed from the FR-D700.

x; Adjust and set the FR-D800 parameter.

FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr1 | Gr2
0 Torque boost 0% to 30% 6/4/3/2% 0 Torque boost 0% to 30% 6/4/3/2% A After replacement with the FR-D800, adjust the
(Depending on (Depending on setting as required.
capacity) capacity)
1 Maximum frequency 0to 120 Hz 120 Hz 1 Maximum frequency 0to 120 Hz 120 Hz ©
2 Minimum frequency 0to 120 Hz 0 Hz 2 Minimum frequency 0to 120 Hz 0 Hz ©
3 Base frequency 0 to 400 Hz 60 Hz 3 Base frequency 0 to 590 Hz 60 Hz | 50 Hz © The initial value differs depending on the parameter
initial value group (Gr.).
4 Multi-speed setting (high speed) 0 to 400 Hz 60 Hz 4 Multi-speed setting (high speed) 0 to 590 Hz 60 Hz | 50 Hz © The initial value differs depending on the parameter
initial value group (Gr.).
5 Multi-speed setting (middle speed) 0 to 400 Hz 30 Hz 5 Multi-speed setting (middle speed) 0 to 590 Hz 30 Hz ©
6 Multi-speed setting (low speed) 0 to 400 Hz 10 Hz 6 Multi-speed setting (low speed) 0 to 590 Hz 10 Hz ©
7 Acceleration time 0 to 3600 s 5s/10s/15s 7 Acceleration time 0 to 3600 s 5s/10s/15s ©
8 Deceleration time 01to 3600 s (Depending on 8 Deceleration time 0to 3600 s (Depending on ©
capacity) capacity)
9 Electronic thermal O/L relay 0to 500 A Inverter rated 9 Electronic thermal O/L relay 0to 500 A Inverter rated © Set the rated motor current.
current current
10 DC injection brake operation frequency 0to 120 Hz 3 Hz 10 DC injection brake operation 0to 120 Hz 3 Hz ©
frequency
1" DC injection brake operation time Oto10s 0.5s 11 DC injection brake operation time Oto10s 0.5s ©
12 DC injection brake operation voltage 0% to 30% 6/4/2% 12 DC injection brake operation voltage 0% to 30% 6/4/12% ©
(Depending on (Depending on
capacity) capacity)
13 | Starting frequency 0 to 60 Hz 0.5Hz 13 Starting frequency 0to 60 Hz 0.5Hz ©
14 | Load pattern selection Oto3 0 14 Load pattern selection Oto3 0 ©
15 | Jog frequency 0 to 400 Hz 5Hz 15 Jog frequency 0 to 590 Hz 5Hz ©
16 Jog acceleration/deceleration time 0to 3600 s 0.5s 16 Jog acceleration/deceleration time 0to 3600 s 0.5s ©
17 MRS input selection 0,2,4 0 17 MRS/X10 terminal input selection Oto5 0 ©
18 High speed maximum frequency 120 to 400 Hz 120 Hz 18 High speed maximum frequency 0 to 590 Hz 120 Hz ©
19 Base frequency voltage 0to 1000V, 9999 19 Base frequency voltage 0to 1000V, 9999 8888 © The initial value differs depending on the parameter
8888, 9999 8888, 9999 initial value group (Gr.).
20 | Acceleration/deceleration reference 1to0 400 Hz 60 Hz 20 Acceleration/deceleration reference 1to 590 Hz 60Hz | 50 Hz © The initial value differs depending on the parameter
frequency frequency initial value group (Gr.).
22 Stall prevention operation level 0% to 200% 150% 22 Stall prevention operation level 0% to 400% 150% © Set Pr.570 = "2" to select the ND rating.

(torque limit level)
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FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr.1 Gr.2
23 | Stall prevention operation level 0% to 200%, 9999 9999 23 | Stall prevention operation level 0% to 200%, 9999 9999 A When "9999" is set, the stall prevention operation level
compensation factor at double speed compensation factor at double speed is constant at the Pr.22 level up to 400 Hz for the
FR-D700 and 590 Hz for the FR-D800.
24 | Multi-speed setting (speed 4) 0 to 400 Hz, 9999 9999 24 | Multi-speed setting (speed 4) 0 to 590 Hz, 9999 9999 ©
25 | Multi-speed setting (speed 5) 0 to 400 Hz, 9999 9999 25 | Multi-speed setting (speed 5) 0 to 590 Hz, 9999 9999 ©
26 | Multi-speed setting (speed 6) 0 to 400 Hz, 9999 9999 26 | Multi-speed setting (speed 6) 0 to 590 Hz, 9999 9999 ©
27 | Multi-speed setting (speed 7) 0 to 400 Hz, 9999 9999 27 | Multi-speed setting (speed 7) 0 to 590 Hz, 9999 9999 ©
29 | Acceleration/deceleration pattern Oto 2 0 29 | Acceleration/deceleration pattern Oto 2 0 ©
selection selection
30 Regenerative function selection Oto 2 0 30 | Regenerative function selection Oto 2 0 ©
31 Frequency jump 1A 0 to 400 Hz, 9999 9999 31 | Frequency jump 1A 0 to 590 Hz, 9999 9999 ©
32 | Frequency jump 1B 0 to 400 Hz, 9999 9999 32 | Frequency jump 1B 0 to 590 Hz, 9999 9999 ©
33 | Frequency jump 2A 0 to 400 Hz, 9999 9999 33 | Frequency jump 2A 0 to 590 Hz, 9999 9999 ©
34 | Frequency jump 2B 0 to 400 Hz, 9999 9999 34 | Frequency jump 2B 0 to 590 Hz, 9999 9999 ©
35 | Frequency jump 3A 0 to 400 Hz, 9999 9999 35 | Frequency jump 3A 0 to 590 Hz, 9999 9999 ©
36 | Frequency jump 3B 0 to 400 Hz, 9999 9999 36 | Frequency jump 3B 0 to 590 Hz, 9999 9999 ©
37 | Speed display 0, 0.01 to 9998 0 37 | Speed display 0.01 to 9998 1800 A * For the FR-D800, use Pr.53 to switch the display
units for frequency-related monitoring and parameter
settings.
Set the reference value for the machine speed
conversion formula in Pr.505.
* The initial values for both series differ. For the
FR-D800, the initial value is "1800" for the machine
speed at the value set in Pr.505.
40 | RUN key rotation direction selection 0, 1 0 40 | RUN key rotation direction selection 0, 1 0 ©
41 Up-to-frequency sensitivity 0% to 100% 10% 41 | Up-to-frequency sensitivity 0% to 100% 10% ©
42 | Output frequency detection 0 to 400 Hz 6 Hz 42 | Output frequency detection 0 to 590 Hz 6 Hz ©
43 | Output frequency detection for reverse 0 to 400 Hz, 9999 9999 43 | Output frequency detection for reverse 0 to 590 Hz, 9999 9999 ©
rotation rotation
44 | Second acceleration/deceleration time 0to 3600 s 5s/10s/15s| 44 | Second acceleration/deceleration time 0 to 3600 s 5s/10s/15s ©
(Depending on (Depending on
capacity) capacity)
45 | Second deceleration time 0 to 3600 s, 9999 9999 45 | Second deceleration time 0 to 3600 s, 9999 9999 ©
46 | Second torque boost 0% to 30%, 9999 9999 46 | Second torque boost 0% to 30%, 9999 9999 ©
47 | Second V/F (base frequency) 0 to 400 Hz, 9999 9999 47 | Second V/F (base frequency) 0 to 590 Hz, 9999 9999 ©
48 | Second stall prevention operation 0% to 200%, 9999 9999 48 | Second stall prevention operation 0% to 400%, 9999 9999 ©
current current
51 Second electronic thermal O/L relay 0 to 500 A, 9999 9999 51 | Second electronic thermal O/L relay 0 to 500 A, 9999 9999 ©
Rated second motor current
52 DU/PU main display data selection 0, 5,810 12, 14, 0 52 | Operation panel main monitor selection | 0, 5 to 14, 17, 18, 20, 0 ©
20, 23 to 25, 52 to 23 to 25, 32, 33, 37,
57,61, 62, 64, 38, 44, 50 to 55, 61,
100 62, 64, 67, 68, 91,
97, 98, 100
— — — — 53 | Frequency / rotation speed unit 0,1, 4 0 x Switch the display units for frequency-related
switchover monitoring and parameter settings.
0: Frequency (Hz), 1: Rotation speed (r/min), 2:
Machine speed
54 | FM terminal function selection 1t03,5,8to012, 1 — — — — x Terminal FM is no longer provided.

14, 21, 24, 52, 53,
61, 62
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FR-D700 parameter list FR-D800 compatible parameter Parameter setting
Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr.1 Gr.2
55 Frequency monitoring reference 0 to 400 Hz 60 Hz 55 Frequency monitoring reference 0 to 590 Hz 60 Hz | 50 Hz © * For the FR-D800, set the full-scale value when the
frequency monitor value is output via terminal AM.
* The initial value differs depending on the
parameter initial value group (Gr.).
56 Current monitoring reference 0to 500 A Inverter 56 Current monitoring reference 0to 500 A Inverter © For the FR-D800, set the full-scale value when the
rated current rated current current monitor value is output via terminal AM.
57 Restart coasting time 0,0.1to 55,9999 9999 57 Restart coasting time 0, 0.1 to 30 s, 9999 9999 ©
58 Restart cushion time 0to60s 1s 58 Restart cushion time Oto60s 1s ©
59 Remote function selection Oto3 0 59 Remote function selection Oto4 0 ©
60 Energy saving control selection 0,9 0 60 Energy saving control selection 0,9 0 A For the FR-D800, the Optimum excitation control
can be enabled even under Advanced magnetic flux
vector control.
65 Retry selection Oto5 0 65 Retry selection Oto5 0 For the FR-D800, E.BE does not trigger the retry
operation.
66 Stall prevention operation reduction 0 to 400 Hz 60 Hz 66 Stall prevention operation reduction 0to 590 Hz 60 Hz | 50 Hz © The initial value differs depending on the parameter
starting starting frequency initial value group (Gr.).
frequency
67 Number of retries at fault occurrence 0to 10, 101 to 110 0 67 Number of retries at fault occurrence 0to 10, 101 to 110 0 ©
68 Retry waiting time 0.1t0 600 s 1s 68 Retry waiting time 0.1t0 600 s 1s ©
69 Retry count display erase 0 0 69 Retry count display erase 0 0 ©
70 Special regenerative brake duty 0% to 30% 0% 70 Special regenerative brake duty 0% to 100% 0% ©
71 Applied motor 0,1, 3,13, 23, 40, 0 71 Applied motor 0,3,5,6, 10, 13, 15, 0 A * When "1" is set for the FR-D700, set "10" for the
43, 50, 53 16, 20, 23, 40, 43, FR-D800.
50, 53, 70, 73, 1140, * When Pr.71 ="3, 13, 23, 43, or 53" for the
8090, 8093, 9090, FR-D800, the internal data value will be displayed
9093 for Pr.82, Pr.859, Pr.90 to Pr.94, and Pr.706.

PWM frequency selection 0to 15 1 72 PWM frequency selection Oto 15 1 A Change the Pr.260 setting as required.

Analog input selection 0,1,10.11 1 73 Analog input selection 0,1,6,10, 11,16 1 © For the FR-D800, use the voltage/current input
switch (SW1) to select voltage input or current
input.

74 Input filter time constant Oto 8 1 74 Input filter time constant Oto 8 1 ©
75 Reset selection/disconnected PU 0to 3, 14to 17 14 75 Reset selection/disconnected PU 0to 3,14to 17 14 ©
detection/PU stop selection detection/PU stop selection
77 Parameter write selection Oto 2 0 77 Parameter write selection Oto 2 0 ©
78 Reverse rotation prevention selection Oto2 0 78 Reverse rotation prevention selection Oto2 0 ©
79 Operation mode selection 0Oto4,6,7 0 79 Operation mode selection 0Oto4,6,7 0 ©
80 | Motor capacity 0.1 to 15 kW, 9999 9999 80 | Motor capacity 0.1 to 18.5 kW, 9999 9999 A To set V/F control, set Pr.800 = "40".
To set other control mode, change the setting
— — — — 81 Number of motor poles 2,4, 6939;0 12, 9999 x values in Pr.80 and Pr.81.
— — When the operation is started under a control mode
82 Motor excitation current 0 to 500 A, 9999 9999 82 Motor excitation current 0 to 500 A, 9999 9999 © other than V/F control while "9999" is set in Pr.80
83 Rated motor voltage 0 to 1000 V 200/400.V 83 Rated motor voltage 0 to 1000 V 200/4Q0 \% © and Pr.81, SE alarm is displayed.
(Depending (Depending on
on voltage) voltage) Example: Pr.800 = "20", Pr.80 and Pr.81 = "9999"
84 Rated motor frequency 10to 120 Hz 60 Hz 84 Rated motor frequency 10 to 400 Hz, 9999 9999 A * When "9999" is set, the Pr.3 setting is used as the
rated motor frequency.
* The initial values for both series differ. For the
FR-D800, the initial value is "9999" (Pr.3 setting
used as the rated motor frequency).
— — — — 89 Speed control gain 0% to 200%, 9999 9999 x
(Advanced magnetic flux vector
control)
90 Motor constant (R1) 0 to 50 Q, 9999 9999 90 Motor constant (R1) 0 to 50 Q, 9999 9999 ©
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FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr1 | Gr2
96 Auto tuning setting/status 0,11, 21 0 96 Auto tuning setting/status 0,1, 11 0 A * When "11" is set for the FR-D700, set "1" for the
FR-D800.
* When "21" is set for the FR-D700, set "11" for the
FR-D800.
« If auto tuning has been performed, perform tuning
again as required.
117 PU communication station number 0to 31 (0 to 247) 0 117 RS-485 communication station 0to 31 (0 to 247) 0 ©
number
118 PU communication speed 48, 96, 192, 384 192 118 RS-485 communication speed 48, 96, 192, 384, 576, 192 ©
768, 1152
119 PU communication stop bit length 0,1,10, 11 1 119 RS-485 communication stop bit 0,1,10, 11 1 ©
length
120 PU communication parity check Oto2 2 120 RS-485 communication parity check Oto2 2 ©
121 Number of PU communication retries 0 to 10, 9999 1 121 RS-485 communication retry count 0 to 10, 9999 1 ©
122 PU communication check time interval 0, 0.11t0999.8 s, 0 122 RS-485 communication check time 0, 0.11t0999.8 s, 0 ©
9999 interval 9999
123 PU communication waiting time setting 0 to 150 ms, 9999 9999 123 RS-485 communication waiting time 0 to 150 ms, 9999 9999 ©
setting
124 PU communication CR/LF selection Oto 2 1 124 RS-485 communication CR/LF Oto 2 1 ©
selection
125 | Terminal 2 frequency setting gain 0 to 400 Hz 60 Hz 125 | Terminal 2 frequency setting gain 0 to 590 Hz 60 Hz | 50 Hz © The initial value differs depending on the parameter
frequency frequency initial value group (Gr.).
126 | Terminal 4 frequency setting gain 0 to 400 Hz 60 Hz 126 | Terminal 4 frequency setting gain 0 to 590 Hz 60 Hz | 50 Hz © The initial value differs depending on the parameter
frequency frequency initial value group (Gr.).
127 PID control automatic switchover 0 to 400 Hz, 9999 9999 127 PID control automatic switchover 0 to 590 Hz, 9999 9999 ©
frequency frequency
128 PID action selection 0, 20, 21,40to0 43 0 128 PID action selection 0, 20, 21,40 t0 43, 0 © Set Pr.609 and Pr.610 as required.
1000, 1001, 1010,
1011, 2000, 2001,
2010,
2011
129 PID proportional band 0.1% to 1000%, 100% 129 PID proportional band 0.1% to 1000%, 9999 100% ©
9999
130 PID integral time 0.1 to 3600 s, 1s 130 PID integral time 0.1 to 3600 s, 9999 1s ©
9999
131 PID upper limit 0% to 100%, 9999 9999 131 PID upper limit 0% to 100%, 9999 9999 ©
132 PID lower limit 0% to 100%, 9999 9999 132 PID lower limit 0% to 100%, 9999 9999 ©
133 PID action set point 0% to 100%, 9999 9999 133 PID action set point 0% to 100%, 9999 9999 © When "9999" is set, the set point is determined based
on the Pr.128 setting instead of terminal 2 input. For
dancer control, the set point is determined based on
the input by the terminal selected by Pr.609 instead of
being fixed to 50%.
134 PID differential time 0.01to 10 s, 9999 9999 134 PID differential time 0.01to 10 s, 9999 9999 ©
145 PU display language selection Oto7 0 145 PU display language selection Oto7 — © FR-PUOQ7 can be used. FR-PU04 cannot be used.
146 Built-in potentiometer switching 0,1 1 — — — — x Operation panel for the FR-E500 (FR-PA02) cannot
be used.
150 | Output current detection level 0% to 200% 150% 150 Output current detection level 0% to 400% 150% © Set Pr.570 = "2" to select the ND rating.
151 Output current detection signal delay Oto10s Os 151 Output current detection signal delay Oto10s Os ©
time time
152 | Zero current detection level 0% to 200% 5% 152 | Zero current detection level 0% to 400% 5% ©
153 Zero current detection time Oto1s 0.5s 153 Zero current detection time 0to10s 0.5s ©
154 Voltage reduction selection during 1, 11 1 154 Voltage reduction selection during 1, 11 1 ©
stall prevention operation stall prevention operation
156 Stall prevention operation selection 0 to 31,100, 101 0 156 Stall prevention operation selection 0 to 31,100, 101 0 ©
157 OL signal output timer 0to 25 s, 9999 Os 157 OL signal output timer 0to 25 s, 9999 Os ©
— — — — 158 | AM terminal function selection 110 3,510 14,17, 18, 1 x Terminal AM is provided.

21, 24, 32, 33, 37, 50,
52, 53, 61, 62, 67, 97,
98
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FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr1 | Gr2
160 Extended function display selection 0, 9999 9999 160 User group read selection 0, 1, 9999 0 © The initial values for both series differ. For the
FR-D800, the initial value is "0" (simple mode
parameters and extended parameters are displayed).
161 Frequency setting/key lock operation 0, 1,10, 11 0 161 Frequency setting/key lock operation 0, 1,10, 11 0 ©
selection selection
162 Automatic restart after instantaneous 0, 1,10, 11 1 162 | Automatic restart after instantaneous 0, 1,10, 11 0 © The initial values for both series differ. For the
power failure selection power failure selection FR-D800, the initial value is "0" (frequency search is
only performed at the first start).
165 Stall prevention operation level for 0% to 200% 150% 165 Stall prevention operation level for 0% to 400% 150% © Set Pr.570 = "2" to select the ND rating.
restart restart
166 Output current detection signal retention 0to 10 s, 9999 01s 166 | Output current detection signal 0to 10 s, 9999 01s ©
time retention time
167 Output current detection operation 0,1 0 167 | Output current detection operation 0, 1,10, 11 0 ©
selection selection
170 Watt-hour meter clear 0, 10, 9999 9999 170 | Watt-hour meter clear 0, 10, 9999 9999 ©
171 Operation hour meter clear 0, 9999 9999 171 Operation hour meter clear 0, 9999 9999 ©
178 STF terminal function selection 0t05,7,8,10, 12, 60 178 | STF terminal function selection 0to5,7,8,10, 12, 14, 60 ©
14, 16, 18, 24, 25, 16, 18, 24, 25, 27, 30,
60, 62, 65 to 67, 37, 46, 47, 60, 62, 64 to
9999 67,72, 84, 9999
179 STR terminal function selection 0t05,7,8,10, 12, 61 179 | STR terminal function selection 0to05,7,8,10,12, 14, 61 ©
14, 16, 18, 24, 25, 16, 18, 24, 25, 27, 30,
61, 62, 65 to 67, 37, 46, 47, 61, 62, 64 to
9999 67,72, 84, 9999
180 RL terminal function selection 0to5.7. 8. 10. 12 0 180 | RL terminal function selection 0to5,7,8,10, 12, 14, 0 ©
181 RM terminal function selection 14,16, 18, 24, 25, 1 181 | RM terminal function selection 16, 18, 24, 25, 27, 30, 1 ©
182 RH terminal function selection 62, 65 to 67, 9999 2 182 RH terminal function selection % gg 35982 6410 67, 2 ©
190 RUN terminal function selection 0,1,3,4,7,8,11to 0 190 | RUN terminal function selection 0,1,3,4,7,8,1 to 16, 0 ©
16, 25, 26, 46, 47, 18, 19, 25, 26, 34, 40,
64, 70, 80, 81, 90, 41,46 t0 48, 57,64 to
91, 93, 95, 96, 98, 66, 70, 79 to 81, 90 to
99, 100, 101, 103, 93, 95, 96, 98, 99, 100,
104, 107, 108, 111 101, 103, 104, 107, 108,
to 116, 125, 126, 111 to 116, 125, 126,
146, 147, 164, 170, 134, 140, 141, 146 to
180, 181, 190, 191, 148, 157, 164 to 166,
193, 195, 196, 198, 170, 179 to 181, 190 to
199, 9999 193, 195, 196, 198, 199,
— — — — 191 FU terminal function selection 206, 207, 211 to 213, 4 x
306, 307, 311 to 313,
9999
192 A,B,C terminal function selection 0,1,3,4,7,8,11to 99 192 | ABC terminal function selection 0,1,3,4,7,8,1 to 16, 99 ©
16, 25, 26, 46, 47, 18, 19, 25, 26, 34, 40,
64, 70, 80, 81, 90, 41,46 t0 48, 57,64 to
91, 95, 96, 98, 99, 66, 70, 79 to 81, 90, 91,
100, 101, 103, 104, 95, 96, 98, 99, 100, 101,
107, 108, 111 to 103, 104, 107, 108, 111
116, 125, 126, 146, to 116, 125, 126, 134,
147, 164, 170, 180, 140, 141, 146 to 148,
181, 190, 191, 195, 157, 164 to 166, 170,
196, 198, 199, 9999 179 to 181, 190, 191,
(ABC) 195, 196, 198, 199, 206,
93 (SO), 193 (SO) 207, 211 to 213, 3086,
307, 311 to 313, 9999
197 SO terminal function selection 80 — — — — X The function of terminal SO s fixed to SAFE2.
232 Multi-speed setting (speed 8) 0 to 400 Hz, 9999 9999 232 | Multi-speed setting (speed 8) 0 to 590 Hz, 9999 9999 ©
233 Multi-speed setting (speed 9) 0 to 400 Hz, 9999 9999 233 | Multi-speed setting (speed 9) 0 to 590 Hz, 9999 9999 ©
234 Multi-speed setting (speed 10) 0 to 400 Hz, 9999 9999 234 | Multi-speed setting (speed 10) 0 to 590 Hz, 9999 9999 ©
235 Multi-speed setting (speed 11) 0 to 400 Hz, 9999 9999 235 | Multi-speed setting (speed 11) 0 to 590 Hz, 9999 9999 ©
236 Multi-speed setting (speed 12) 0 to 400 Hz, 9999 9999 236 | Multi-speed setting (speed 12) 0 to 590 Hz, 9999 9999 ©
237 Multi-speed setting (speed 13) 0 to 400 Hz, 9999 9999 237 | Multi-speed setting (speed 13) 0 to 590 Hz, 9999 9999 ©
238 Multi-speed setting (speed 14) 0 to 400 Hz, 9999 9999 238 | Multi-speed setting (speed 14) 0 to 590 Hz, 9999 9999 ©
239 Multi-speed setting (speed 15) 0 to 400 Hz, 9999 9999 239 | Multi-speed setting (speed 15) 0 to 590 Hz, 9999 9999 ©
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FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value | Setting Remarks
Gr1 | Gr2
240 Soft-PWM operation selection 0,1 1 240 | Soft-PWM operation selection 0,1 1 © Change the Pr.260 setting as required.
241 Analog input display unit switchover 0,1 0 241 Analog input display unit switchover 0,1 0 ©
244 Cooling fan operation selection 0,1 1 244 | Cooling fan operation selection 0,1 1 ©
245 Rated slip 0% to 50%, 9999 9999 245 | Rated slip 0% to 50%, 9999 9999 ©
246 Slip compensation time constant 0.01t010s 0.5s 246 | Slip compensation time constant 0.01t010s 0.5s ©
247 Constant-power range slip 0, 9999 9999 247 | Constant output range slip compensation 0, 9999 9999 ©
compensation selection selection
249 Earth (ground) fault detection at start 0,1 0 249 | Earth (ground) fault detection at start 0,1 0 1 © The initial value differs depending on the parameter
initial value group (Gr.).
250 Stop selection 0to 100 s, 1000 to 9999 250 | Stop selection 0to 100 s, 1000 9999 ©
1100 s, 8888, 9999 to 1100 s, 8888,
9999
251 Output phase loss protection selection 0,1 1 251 Output phase loss protection selection 0,1 1 ©
255 Life alarm status display (0 to 15) 0 255 | Life alarm status display (0 to 367) 0 ©
256 Inrush current limit circuit life display (0% to 100%) 100% 256 | Inrush current limit circuit life display (0% to 100%) 100% ©
257 Control circuit capacitor life display (0% to 100%) 100% 257 | Control circuit capacitor life display (0% to 100%) 100% ©
258 Main circuit capacitor life display (0% to 100%) 100% 258 | Main circuit capacitor life display (0% to 100%) 100% ©)
259 Main circuit capacitor life measuring 0,1(2,3,8,9) 0 259 | Main circuit capacitor life measuring 0,1(2,3,8,9) 0 ©
260 PWM frequency automatic switchover 0,1 0 260 | PWM frequency automatic switchover 0,10 10 A * When "1" is set for the FR-D700, set "10" for the
FR-D800.
* The initial values for both series differ. For the
FR-D800, the initial value is "10" (PWM carrier
frequency automatic reduction function is enabled).
261 Power failure stop selection Oto 2 0 261 Power failure stop selection Oto 2 0 ©
267 Terminal 4 input selection Oto2 0 267 Terminal 4 input selection Oto 2 0 © For the FR-D800, use the voltage/current mputl
switch (SW2) to select voltage input or current input.
268 Monitor decimal digits selection 0, 1, 9999 9999 268 Monitor decimal digits selection 0, 1, 9999 9999 ©
295 Magnitude of frequency change setting 0, 0.01, 0.10, 1.00, 0 295 | Frequency change increment amount 0, 0.01, 0.10, 0 ©
10.00 setting 1.00, 10.00
296 Password lock level 1t0 6, 101 to 106, 9999 296 | Password lock level 1to 6,190%, 101 to 9999 ©
9999 199, 9999
297 Password lock/unlock 1000 to 9998 (0 to 9999 297 | Password lock/unlock (Oto gg 91 é)OO to 9999 ©
5, 9999) 9999
298 Frequency search gain 0 to 32767, 9999 9999 298 | Frequency search gain 0 to 32767, 9999 9999 ©
299 Rotathn direction detection selection at 0. 1, 9999 0 299 Rotathn direction detection selection at 0.1, 9999 0 ©
restarting restarting
338 Communication operation command 0. 1 0 338 Communication operation command 0.1 0 ©
source source
339 Communication speed command source Oto2 0 339 | Communication speed command source Oto2 0 ©
340 Communication startup mode selection 0,1,10 0 340 | Communication startup mode selection 0,1,10 0 ©
C ication EEPROM writ ©
342 | Communication write 0, 1 0 342 | Communication EEPROM write selection 0, 1 0
selection
343 Communication error — 0 343 Communication error — 0 ©
count count
450 | Second applied motor 0, 1, 9999 9999 450 | Second applied motor 0, 10, 9999 9999 A | hhen | s setforthe FR-D700, set™0%for the
495 Remote output selection 0,1,10, 11 0 495 | Remote output selection 0,1,10, 11 0 ©
496 Remote output data 1 0 to 4095 0 496 | Remote output data 1 0 to 4095 0 A For the FR-D800, terminal SO is removed.
FU is added for b4.
502 Stop mode selection at communication Oto2 0 502 | Stop mode selection at communication O0to2,6 0 ©
error error
503 Maintenance timer 0 (1to 9998) 0 503 | Maintenance timer 0 (1 to 9998) 0 ©
504 Maintenance timer alarm output 0 to 9998, 9999 9999 504 Maintenance timer warning output 0 to 9998, 9999 9999 ©

set time

set time
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FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr.1 Gr.2
— — — — 505 Speed setting reference 1to 590 Hz 60 Hz | 50 Hz x * The initial value differs depending on the parameter
initial value group (Gr.).
« Set the reference value for the machine speed
conversion formula.
Machine speed conversion formula for FR-D700:
Pr.37 x Frequency / 60 Hz
Machine speed conversion formula for FR-D800:
Pr.37 x Frequency / Pr.505
549 Protocol selection 0,1 0 549 Protocol selection 0,1 0 ©
551 PU mode operation command source 2,4,9999 9999 551 PU mode operation command source 2 to 4, 9999 9999 © When "9999" is set for the FR-D800,
selection selection the priority of the PU command source is defined as
follows: USB connector >
PU connector > operation panel.
552 Frequency jump range 0 to 30 Hz, 9999 9999 552 Frequency jump range 0 to 30 Hz, 9999 9999 ©
555 Current average time 0.1to1s 1s 555 | Current average time 0.1to1s 1s ©
556 Data output mask time 0to20s Os 556 Data output mask time 0to20s Os ©
557 Current average value monitor signal 0to 500 A Inverter 557 Current average value monitor signal 0to 500 A Inverter ©
output reference current rated current output reference current rated current
561 PTC thermistor protection level 0.5 tgggg kQ, 9999 561 PTC thermistor protection level 0.5 tg())ggg kQ, 9999 ©
563 Energization time carrying-over times (0 to 65535) 0 563 Energization time carrying-over times (0 to 65535) 0 ©
564 Operating time carrying-over times (0 to 65535) 0 564 Operating time carrying-over times (0 to 65535) 0 ©
— — — — x * For the FR-D800, set "2" to select the ND rating.
» Only the ND rating is available for the single-phase
570 Multiple rating setting [3-phase] 0,2 2 200 V class.
* The setting is available for the three-phase power
input model only.
571 Holding time at a start 0to 10 s, 9999 9999 571 Holding time at a start 0to 10 s, 9999 9999 ©
575 Output interruption detection time 0 togi;ggO S, 1s 575 Output interruption detection time 0 to 3600 s, 9999 1s ©
576 Output interruption detection level 0 to 400 Hz 0 Hz 576 Output interruption detection level 0 to 590 Hz 0 Hz ©
577 Output interruption cancel level 900% to 1100% 1000% 577 Output interruption cancel level 900% to 1100% 1000% ©
— — — — x 2: The set point or deviation value is input through
609 PID set point/deviation input selection 2,3 2 terminal 2'. o _
' 3: The set point or deviation value is input through
terminal 4.
o T o o 610 | PID measured value input selection 2,3 3 * g Pﬁe measured value is input through terminal 2.
: The measured value is input through terminal 4.
611 | Acceleration time at a restart R 9999 611 | Acceleration time at a restart 0 to 3600 s, 9999 9999 ©
© For the FR-D800, Pr.654 can be used to set the
653 Speed smoothing control 0% to 200% 0% 653 Speed smoothing control 0% to 200% 0% minimum value for the torque variation cycle
(frequency).
— — — — 654 Speed smoothing cutoff frequency 0to 120 Hz 20 Hz x
665 Regeneration avoidance frequency gain 0% to 200% 100% 665 Regeneration avoidance frequency gain 0% to 200% 100% ©
— — — — 800 | Control method selection 10, 19, 20, 40 40 x To select V/F control for the FR-D800, set "40".
To select Advanced magnetic flux vector control, set
"20" and set Pr.80 and Pr.81 according to the motor
specifications. In addition, adjust Pr.89 as necessary
to address motor speed variations caused by load
fluctuations.
872 Input phase loss protection selection 0,1 0 872 Input phase loss protection selection 0,1 1 © * The setting is available for the three-phase power
[3-phase] input model only.
Input phase loss protection is initially enabled.
* The initial values for both series differ. For the
FR-D800, the initial value is "1" (input phase loss
protection is enabled).
882 Regeneration avoidance operation 0to 2 0 882 Regeneration avoidance operation 0to 2 0 ©

selection

selection
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FR-D700 parameter list

FR-D800 compatible parameter

Parameter setting

Pr. Name Setting range Initial value Pr. Name Setting range Initial value Setting Remarks
Gr1 | Gr2
400/780 V 400/780 V ©
883 Regeneration avoidance operation level 300 to 800V (Depending on 883 Regeneration avoidance operation level 300 to 800 V (Depending on
voltage) voltage)
885 Regenerat|lonlav0|dance compensation 0 to 10 Hz, 9999 6 Hz 885 Regeneratl'on' avoidance compensation 0 to 45 Hz, 9999 6 Hz ©
frequency limit value frequency limit value
886 Regeneration avoidance voltage gain 0% to 200% 100% 886 Regeneration avoidance voltage gain 0% to 200% 100% ©
888 Free parameter 1 0 to 9999 9999 888 Free parameter 1 0 to 9999 9999 ©
889 Free parameter 2 0 to 9999 9999 889 Free parameter 2 0 to 9999 9999 ©
891 t(i)nuqlr(;‘nsuIatlve power monitor digit shifted 0 to 4, 9999 9999 891 Er;l]gwsulatwe power monitor digit shifted 0'to 4, 9999 9999 ©
Co FM terminal calibration — — — — — — X Terminal FM is no longer provided.
(900)
— — — — C1 AM terminal calibration — — x Calibrate the parameter as required.
(901)
C2 Terminal 2 frequency setting bias 0 to 400 Hz 0 Hz C2 Terminal 2 frequency setting bias 0 to 590 Hz 0 Hz © Calibrate the parameter as required.
(902) frequency (902) frequency
C3 Terminal 2 frequency setting bias 0% to 300% 0% C3 Terminal 2 frequency setting bias 0% to 300% 0% © Calibrate the parameter as required.
(902) (902)
125 Terminal 2 frequency setting gain 0to 400 Hz 60 Hz 125 Terminal 2 frequency setting gain 0to 590 Hz 60 Hz | 50 Hz © * Calibrate the parameter as required.
(903) frequency (903) frequency . Thg initial value differs depending on the parameter
initial value group (Gr.).
C4 Terminal 2 frequency setting gain 0% to 300% 100% C4 | Terminal 2 frequency setting gain 0% to 300% 100% © Calibrate the parameter as required.
(903) (903)
C5 Terminal 4 frequency setting bias 0 to 400 Hz 0 Hz C5 Terminal 4 frequency setting bias 0to 590 Hz 0 Hz © Calibrate the parameter as required.
(904) frequency (904) frequency
C6 Terminal 4 frequency setting bias 0% to 300% 20% C6 Terminal 4 frequency setting bias 0% to 300% 20% © Calibrate the parameter as required.
(904) (904)
126 Terminal 4 frequency Setting gain 0to 400 Hz 60 Hz 126 Terminal 4 frequency setting gain 0to 590 Hz 60 Hz | 50 Hz © * Calibrate the parameter as required.
(905) frequency (905) frequency . _Thc_a initial value differs depending on the parameter
initial value group (Gr.).
Cc7 Terminal 4 frequency setting gain 0% to 300% 100% Cc7 Terminal 4 frequency setting gain 0% to 300% 100% © Calibrate the parameter as required.
(905) (905)
Cc22 Frequency setting voltage bias frequency 0 to 400 Hz 0 Hz — — — — x Operation panel for the FR-E500 (FR-PA02) cannot
(922) | (built-in potentiometer) be used.
C23 | Frequency setting voltage bias 0% to 300% 0% — — — — x
(922) (built-in potentiometer)
C24 Frequency setting voltage gain 0to 400 Hz 60 Hz — — — — x
(923) | frequency
(built-in potentiometer)
C25 Frequency setting voltage gain 0% to 300% 100% — — — — x
(923) | (built-in potentiometer)
990 PU buzzer control 0, 1 1 990 | PU buzzer control 0,1 1 ©) Settings for the LCD operation panel or parameter
unit.
991 PU contrast adjustment 0to 63 58 991 | PU contrast adjustment 0to 63 58 ©




5. Options
The following table shows the comparison of options between the FR-D700 series inverters and the
FR-D800 series inverters.

Name Option
For FR-D700 For FR-D800
Parameter unit FR-PUO7 Compatible.
Enclosure surface operation panel FR-PAO7 Compatible.
Parameter unit connection cable FR-CB20[] Compatible.
DIN rail attachment FR-UDAO1 to 03 For some capacity models, the compatible FR-UDA model differs as the
outline dimensions of the inverters are different.
For details, refer to the FR-D800 inverter catalog.
Panel through attachment FR-E7CN[] Refer to the Technical News (MF-K-201).
. MRS, MYS[I§ Compatible.
Brake resistor FRABR Compatible.
Brake unit FR-BU2 Compatible.
| Discharging resistor FR-BR, GZG, GRZG Compatible.
Power factor improving AC reactor FR-HAL Compatible.
Power factor improving DC reactor FR-HEL Compatible.
Radio noise filter FR-BIF-(H) Compatible.
Line noise filter FR-BSF01, FR-BLF Compatible.
Filterpack FR-BFP2 Compatibility differs depending on the manufacture year and month of the

FR-BFP2 as follows.

(For more information, refer to Sales and Service No. 801E.)

* Products manufactured in October 2024 or earlier
FR-BFP2-H0.4K to H1.5K: Not compatible.

S;tf)rr:g_ FR-BFP2-3.7K and FR-BFP2-H11K/H15K: Rear panel installation is not
type available. ‘
Other FR-BFP2 models: Compatible.*
* Products manufactured in November 2024 or later
Compatible.*
* Regardless of the manufacture year and month, the FR-BFP2-11K; 15K
H11K, and H15K cannot be installed undermeath the FR-D700/D800.
EMC Directive compliant noise filter SF[], FR-E5NF, Use the FN3288 series as the EMC Directive compliant noise filter.
FR-S5NFSA[] For details, refer to the related catalogs.
EMC filter installation attachment FR-A5ATO03,
FR-AAT02, FR-E5T
FR-CV power regeneration common FR-CV Compatible. If replacing the converter, use FR-XC.
converter
| Dedicated stand-alone reactor FR-CVL Compatible. If replacing the reactor, use FR-XCL.
FR-HC high power factor converter FR-HC2 Compatible.
Surge voltage suppression filter FR-ASF, BMF Notes for the FR-BMF-H15K
* Products manufactured in January 2026 or earlier
Rear panel installation to the FR-D840-11K-230/15K-295 is not available.
* Products manufactured in February 2026 or later
Rear panel installation to the FR-D840-11K-230/15K-295 is available.
For other FR-BMF models, rear panel installation may not be available
depending on the combined inverter model.
Manual controller FR-AX Not compatible.
DC tach. follower FR-AL Not compatible.
Three speed selector FR-AT Compatible.
Manual | Remote speed setter FR-FK Compatible.
controller/ | Ratio sefter FR-FH Compatible.
speed Speed detector FR-FP Compatible.
controller | Master controller FRFG Compatible.
Soft starter FR-FC Compatible.
Deviation detector FR-FD Compatible.
Preamplifier FR-FA Compatible.
Pilot generator QVAH-10 Compatible.
Deviation sensor YVGC-500W-NS Compatible.
Others Frequency setting potentiometer WA2W 1 kQ Compatible.
Frequency meter YM206NRI 1 mA To use the option, refer to the Technical News (MF-S-200).
Calibration resistor RV24YN 10kQ Compatible.
Inverter setup software FR-SW3-SETUP-WE Not compatible. Use SW1DND-FRC2.
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Revisions

Revision date Version Revision
Jan. 2025 * First edition
Feb. 2026 A 11K and 15K models added for the FR-D800 series

* FR-D820-11K-450, FR-D820-15K-580
* FR-D840-11K-230, FR-D840-15K-295

Intercompatibility attachment supported
Panel through attachment supported

5. Options
FR-D800 support information updated for the FR-BFP2 and FR-BMF
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